
The Patriot Signature Line DDR is engineered and tested to ensure reliable system 
performance.  It is capable of operating at PC3200 (400 MHz) and CAS latency of 3. 
Engineered with performance and quality in mind, the Patriot Signature DDR 
is perfect to meet the needs of those requiring system upgrades and comes with 
a lifetime warranty.  

Patriot Signature
1GB PC3200 (400MHz) Non-ECC Unbuffered DIMM 

F E A T U R E S

PSD1G400

O R D E R I N G  I N F O

PATRIOT PART # DESCRIPTION

Patriot Signature DDR 1GB CL3 PC3200 (400MHz) NON-ECC Unbuffered DIMM

PSD1G400H Patriot Signature DDR 1GB CL3 PC3200 (400MHz) NON-ECC Unbuffered DIMM with heatshield

• PC3200 (400MHz) Data Rate

• 184-Pin Dual in-line memory module

• Non-ECC Unbuffered

• 2 Rank Double-sided module

• 7.8US Refresh Interval 

             (8192 CYCLES/64MS)

• 2.6V Power Requirement

• Auto and self refresh capability

• PCB height: 1160 (mil)

• Serial Presence-Detect (SPD)

• 100% Tested

• Lifetime Warranty

F R E E  T E C H N I C A L  S U P P O R T

W H E R E  T O  B U Y

Contact Technical support for more information directly at +1 (510)438-8573,
by fax at +1 (510) 979-1338 or visit our website at www.patriotmemory.com

Please visit our website at www.patriotmemory.com

• EMAIL: support@patriotmem.com
• TECH SUPPORT:  (510) 438-8573
 • www.patriotmemory.com


